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Notice Inviting Tender(s)

The Director, ICMR-National Institute of Nutrition, Tarnaka, Hyderabad invites

sealed tenders by 02-12-2024 at -17,00 — Hrs. from reputed, experienced

contractors/agencies with established experience and financial solvency to carry out the

work - Renovation of Office Rooms in the Transport Division, ICMR-NIN, Hyderabad. The

details of the work are as follows: -
Rate | Amount

S|. No. Description Unit | Qty (INR) |__CINR)

Repair to plaster of thickness 12mm to 20 mm in

patches of area 2.5 sqm and under, including
cutting the patch in proper shape, raking out

1 joints and preparing plastering the wall surface

with white cement based polymer modified self
curing mortar, including disposal of rubbish, all

complete as per the direction of Engineer-In-
Charge.
Providing and applying white cement based putty
of average thickness 1 mm, of approved brand

2 and manufacturer, over the plastered wall surface Sam | 200

to prepare the surface even and smooth
complete.
Wall painting with acrylic emulsion paint of

3 approved brand and manufacture to give an even Sqm | 200
shade : Two or more coats on new work
Providing and laying Vitrified tiles in floor in
different sizes (thickness to be specified by the
manufacturer) with water absorption less than
0.08% and conforming to 1S:15622, of approved

brand & manufacturer, in all colours and shade,

laid on 20 mm thick cement mortar 1:4 (1 cement:

4 4 coarse sand) jointing with grey cement slurry
@3.3 kg/sqm including grouting the joints with
white cement and matching pigments etc. The
tiles must be cut with the zero chipping diamond
cutter only. Laying of tiles will be done with the

notch trowel, plier, wedge, clips of required
thickness, levelling system and rubber mallet for
placing the tiles gently and easily.
Glazed vitrified floor tiles polished finish of size S
11.41A.2.1 Size of Tile 600 x 600 mm me
Providing and fixing false ceiling at all heights

with integral densified calcium silicate reinforced
with fibre and natural filler false ceiling tiles of

Size 595x595mm of approved texture, design and
patterns as per CPWD Specification 2019, to be
laid in true horizontal level suspended on inter-
locking metal T-Grid of hot dipped galvanised iron

5 section of 0.33mmthick (galvanized @ 120 grams
per sqm including both sides)comprising of main-
T runners of size 24x38 mm of length 3000 mm,
cross - T of size 24x32 mm of length 1200 mm
and secondary intermediate cross-T of size 24x32
mm of length 600mm to form grid module of size
600 x 600 mm, suspended from ceiling using
galvanised mild steel items (galvanizing @ 80
grams per sqm) _ i.e. 12x50 mm _ long dash |

Sqm | 10

50 i
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fasteners, 6 mm Dia fully threaded hanger rodupto 1000 mm length and L-shape level adjusterof size 76x25x25x1.6 mm fixed with grid and Zcleat of size 25x37x25x1.6mm thick with precuthole on both 25mm flange to pierce into12x50mm or even bigger size dash fastener ifrequire, fixed with Galvanised iron perimeter wallangle or size 24x24x0.40 mm of length 3000mm to be fixed on periphery wall / partition withthe help of plastic rawl plugs at 450mm centerto center and 40 mm long dry wall S.S SCrews.The work shall be carried out as perspecifications, drawing and as per directions ofthe Engineer-in-Charge.

The sealed cover should be superscribed “Renovation of Office Rooms in theTransport Division ICMR-NIN, Hyderabad.” with last date.Water & Electricity will be provided by ICMR-NIN, Hyderabad to the contractor.
Nutrition, Hyderabaa”.
The offer/quotation in sealed cover should reach the undersigned by 17:00 Hrs. on

09:00 Hrs. to 17:30 Hrs. :Quotation should be submitted in contractor's letter head with signature in eachpage.
Certificate of Registration for Goods and Services Tax (GST),Percentage of tax (GST) and amount should be mentioned separately in thequotation.
Discount offered, if any, may be indicated as a percentage of the order value only.. The work shall be completed within 30 days from the date of award of the work.The TDS will be recovered as per rules.The labour engaged and working equipment brought by the contractor for thework shall be recorded in the ICMR-NIN Security Gate before entering into thepremises and obtain necessary gate pass.Payment will be made against the bill along witha statement of measurement takenin the presence of the contractor and the Civil Engineer of ICMR-NIN, Hyderabad.The contractor/bidder should indicate their Registration Number, PAN, GST, BankAccount number for making payments to the contractor as well as statutoryauthorities.
Quotation by email or fax will not be accepted,The ICMR-NIN, Hyderabad is not responsible for any damage caused to thelabour/manpower engaged by the contractor for execution of the work.
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20. Director, ICMR-NIN, Hyderabad reserves the right to increase/decrease the
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quantity of work.

Sy
(B Venkateshwar Rao)
Technical Officer C

For Director
To: -
Convener - to upload the same in NIN’s website NIN Website Management

Committee.
The Director, Centre for Cellular and Molecular Biology, Uppal Road, Habsiguda,
Hyderabad, Telangana 500007.
The Director, Indian Institute of Chemical Technology, Uppal Road, IICT Colony,

Tarnaka, Hyderabad, Telangana 500007.
The Director, National Geophysical Research Institute, Uppal Road, Habsiguda,
Hyderabad, Telangana 500007. .
The Chief Administrative Officer, Nuclear Fuel Complex, ECIL, Moula-Ali,

Hyderabad, Telangana 500062.
The General Manager, Rail Nilayam, Sarojini Devi Road, Secunderabad - 500025.

The Execute Engineer, Central Public Works Department, Sultan Bazar, Koti,

Hyderabad-500095.
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